
Shield your home, shield your privacy.

Facial recognition 
powered by AI

Privacy
shutter

Easy
installation

Geolocation Two-way audio 
communication

Netatmo core values for smart technology

Security
Indoor Camera Advance

Smarter, for greater peace of mind

2K HDR



Dimensions & weight 

Technical specifications.

Protect your home ; protect your private life.

Pack contents.

§ Aluminum & plastic
§ Color: black & white
§ Indoor use only

Environmental

Length (mm / in) 65 mm 2.56 in

Width (mm / in) 65 mm 2.56 in

Height (mm / in) 115 mm 4,5 In

Weight main product alone 
(g / lbs)

313 g 0.69 Lbs

Weight all pack contents 
(g / lbs)

604  g 1.331 lbs

§ Wi-Fi 802.11 b/g/n/ac (2.4 GHz or 5 GHz)
§ Open/WPA/WPA2-Personal
§ Bluetooth low energy

Type of power  (battery-operated / mains / 
hardwired)

hardwired

Power consumption (W) Max 10 W

Electric compatibility (V) 5 V

1 Smart Indoor Camera Advance , 1 base
1 Micro USB power adapter, 1 plug
1 MicroSD memory card (already placed in the Camera)
1 Legal Leaflet
1 QSG card with Home Kit code
2 Security Stickers

Operating temperature (°C / 
°F)

-20 °C to 45°C -4° F to 113°F

Storage temperature (°C / 
°F)

-20 °C to 50°C -4° F to 122°F

Operating humidity (%) 30 to 70 %

More information on netatmo.com

Security
Indoor Camera Advance

High-speed wireless Internet connection needed (10-100 Mbits). 
Public hotspots not supported. Recent iOS or Android smartphone required.

2 years warranty.
Designed in France. Made in China.

Materials Video performance

§ Video sensor : SONY IMX 335
§ Resolution : 2K (1440p) + HDR
§ Format : landscape
§ Field of view : 130°
§ Zoom : x16
§ Night vision : Yes

Audio

§ Audio 2-way 

Video storage

Home + Security

App & Work with

Connectivity


