
Features
BOSS
ME-90

BOSS
ME-80

Processor 32 bit floating point -

AD/DA conversion/  
  Sample Rate 24 bits / 48kHz 24 bits / 44.1kHz

Display
7 segments, 2 

characters (LED)
7 segments, 2 

characters (LED)

Max Effects blocks 9 8

Number of amps 16 (AIRD) 9 (COSM)

Number of effects 97 63

Memories 36 presets + 36 Users 36 presets + 36 Users

Onboard Footswitches 8 8

Built-in Expression 
  pedal Yes Yes

Pedal assignments 1 1

Effects loop (S/R) Yes No

IR-slots 3 slots No

Desktop editor Yes No

Bluetooth editor/  
  Wireless Audio

Yes 
via BT-Dual

No

Built-in Looper 38 sec. 38 sec.

Outputs Stereo ( ¼” jack) Stereo ( ¼” jack)

External Pedal 
  connectivity No No

MIDI Via USB Via USB

USB Stereo / Type C Stereo / Type B

Tuner Yes Yes

Size/Weight 443 x 220 x 93 mm 
2.9 kg

447 x 231 x 91 mm 
3.6 kg

Power 4 x AA Battery or PSA 
Adapter (Optional)

6 x AA Battery or PSA 
Adapter (Optional)

ME-90 vs Market


